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before/after 9 8 7 6 5 4 3 before/after 9 8 7 6 5 4 3
9 0.00408771 9
8 0.04298996 0.01174278 8
7 0.00403551 0.02702228 7 0.677
6 0.00341297 0.02885825 6 0.018
5 0.02142857 0.03477956 0.02739631 5 0.098 0.034
4 0.01036269 0.09917033 0.05236589 0.04565165 4 0.177 0.07
3 0.15032912 0.08840953 0.10085126 3

before/after 9 8 7 6 5 4 3 before/after 9 8 7 6 5 4 3
9 3 9
8 2 32 8
7 1 43 7 1
6 1 88 6 4
5 1 6 57 5 4 4
4 1 3 3 53 4 1 2
3 1 1 6 3

before/after 9 8 7 6 5 4 3 before/after 9 8 7 6 5 4 3
9 9
8 0.0111 8 0.2470
7 0.0126 0.0237 7 0.3355 0.2810
6 0.0141 0.0252 0.0363 6 0.4240 0.3695 0.3150
5 0.0156 0.0267 0.0378 0.0489 5 0.5125 0.4580 0.4035 0.3490
4 0.0171 0.0282 0.0393 0.0504 0.0615 4 0.6010 0.5465 0.4920 0.4375 0.3830
3 0.0186 0.0297 0.0408 0.0519 0.0630 0.0741 3 0.6895 0.6350 0.5805 0.5260 0.4715 0.4170

Concrete Superstructure- final results Concrete Superstructure (Chen)- final results

Table 12.3-5(e)  Average Rehabilitation Work After Regression Analysis for Concrete 
Superstructures (man-hours/square foot)

Table 12.3-5(f)  Average Rehabilitation Work After Regression Analysis for Concrete 
Superstructures [Chen and Johnston 1987] (man-hours/square foot)

Concrete Superstructure Concrete Superstructure (Chen)

Table 12.3-5(a)  Average Rehabilitation Work for Concrete Superstructures (man-
hours/square foot)

Table 12.3-5(b)  Average Rehabilitation Work for Concrete Superstructures [Chen 
and Johnston 1987] (man-hours/square foot)

Table 12.3-5(c)  Occurrences of Function Codes for Work on Concrete 
Superstructures

Table 12.3-5(d)  Occurrences of Function Codes for Work on Concrete 
Superstructures [Chen and Johnston 1987]

Figure 12.3-5(a) Regression Analysis for Rehabilitation Work for Concrete 
Superstructures Which Did not Change the Condition Rating

Figure 12.3-5(b) Regression Analysis for Rehabilitation Work for Concrete 
Superstructures Which Changed the Condition Rating to 8

Concrete Superstructure (Chen)- number of occurencesConcrete Superstructure- number of occurences

Tables 12.3-5 and Figures 12.3-5 Rehabilitation Work for Concrete Superstructures

Rating Stays The Same
y = -0.0128x + 0.1119
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To Obtain Rating of 8
y = 0.0013x + 0.0086
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